
JAGERMEISTER MOBILE STAGE EQUIPMENT LIST 
 

(revised 04/26/2011)  

The Jagermeister Mobile Stage has a well built and maintained PA. The system is capable of handling almost any 
style of acts from, a DJ to a large national touring act. The system is well thought out and very adaptable. The 
regular touring package can do events up to 6,000 thousand people. Additional PA can be brought in for larger or 
unique situations. Below you will find the specifications for the audio, lighting and stage.  

FRONT OF HOUSE  

PA is comprised of (16) Line Array 3way enclosures (PEAVEY VERSARRAY 212 CABINETS) these are flown 
from the mobile stage. They are powered by Crest 9200 & 8200 amps. System near field speaker enclosures 
cover along the stage including perfect center near field audience coverage.  

The system features twelve (10) double 18ò subwoofers, (5 per side) on standard touring rig and can be added to 
for a larger or unique shows. The Subs are powered by Crest 9200 series amps.  

Additional Subs, Center fill speakers and out fill speakers are included in the large format package and will be 
used when needed. Additional information can be supplied if needed.  

FOH SYSTEM DRIVE  

PA is controlled by Multiple Digitool loudspeaker management system 4 input/8 output DSP management system 
48 kHz sample rate, 24bit 256x oversampled DeltaSigma AD, DA system, fully programmable. System is 
programmed for multiple speaker entities with eq, volume and time alignment control, i.e.. Main system, near field 
system & subwoofer system. System EQing is controlled by the Digitool controllers and 4 channels of Rane DEQ 

60 ï 31 band EQôS, and 2 channels of DBX 160ôs that are fully patchable.  

FOH CONSOLE  

I Yamaha M7LC 48 channel Digital mixing console. It has an additional 8in/out card for patching ease. With one 
extra power supply. Updated to version 3.0  

PLAYBACK  

Numark IPOD dock  

STAGE MONITOR SYSTEM  

SIDEFILLS ï per side  

1 ï Double 18ò speaker cabinet  

1 ï Single 15ò single 2ò top box  

These are run in Stereo and are powered by Crest 9200 and 8200 amps and Peavey VSX48 digital processors  



Wedges & Drum Subwoofers  

10 Biamped (single 15ò X 2ò) wedges 
 1  double 18ò drum subwoofer enclosure w/ 15ô x 2ò High Pack  

Monitor Console  

I Yamaha M7LC 48 channel Digital mixing console. It has an additional 8in/out card for patching ease. Updated 
to version 3.5  

Equalizers, Dynamics, Effects  

Built in the the digital console, 8 channels of EQ in console plus two external 31 band eqôs  

Power  

8 channels of biamp power with matching amps and processors 
Peavey VSX 48 processors Crest 8200 amps Crest 7200 amps 
Plus cue power  

Microphones  

A full compliment of assorted microphones, DIôs and stands will be provided per all bands input lists. Standard 
professional condenser & dynamic microphones requested. Please see attached Microphone list.  

Wireless Microphone IEM Systems  

2 channels PEAVEY wireless microphones 
2 channels of Shure wireless microphones  

Stage specifications  

Stage Size and Height  

The Jagermeister Mobile Stage pulls in as a standard 45ô Semi trailer. It opens up to a 34ô x 16ô foot stage with 
a Marley type flooring. It has a 14ô long by 52òramp on the stage left side for load in and loadout. The Height of 
the stage is 46ò high on a level setup. Stage height is determined by the grade of the land that it is set up on. 
Ideally it is set up on level ground.  

Additionally, a 3 foot stage exstention off the front for monitor placement is also carried. The total stage size can 
be 34 x 19 at all areas.  

The side of the trailer opens up to form a ñbandshellò type roof with a 9 foot trim in back and a 19ò foot trim 
on the front. This is truly a very unique and one of a kind type stage and rolling entertainment performance 
unit.  



Please see attached drawings for an easier understanding. 

Stage Power  

The stage has sound and heat damping Generator built right into the trailer. The 60Kw generator is capable of 
160 amps at 208v giving three 160amp legs of power at 120 volts. The stage can run on its own or land based 
power when available. An Additional Generator is required when no land based power is available within 100 

foot of stage. This gives us all backup in case of generator failure!! There are also guest cams out on the stage 
right side of stage.  SFIC cannont take responsibility for POWER. 

Stage power for back line and such is eight (10) 20 amp services that are easily accessible from anywhere on 
stage.  

Monitor World  

Monitor world is typically stage left (industry standard) but can be placed on either side.  

Misc Items  

We supply 3 10ô x 10ô easy up tents for use for our monitor and FOH worlds  

LIGHTING SPECIFICATIONS  

Jagermeister Mobile Stage 

Lighting  Inventory  
Upstage Truss:  

16 Chauvet Rain LED Par 56  

4 Chauvet LED Techno Strobe  

4 Chauvet LED Color Strips (Hung Vertically)  

2 Chauvet LED Diamond Strips (Hung Vertically) Mid Stage 

Truss:  

8 Chauvet Rain LED Par 56  

4 Chauvet LED Techno Strobe: St3000  

4 Chauvet RGB LED Techno Strobe: St4000 RGB DownStage 

Truss:  

14 Chauvet LED Color Pallete  

4 Chauvet LED Techno Strobes (Audience Blinders)  

3 Chauvet Colorado 1 (Face Lights Hung Downstage 3 Feet from Downstage Truss) Specials:  

1 Chauvet Flex Fog 1800 Hurricane Fog Machine with DMX Control  



2 American Dj Revo 3 4 Chauvet LED Diamond Strips Mini Console:1 Leprecon 48/96 1 Elation DMX Splitter 1 Universe 8 

total outputs: 4 standard xlr 3 pin / 4 dmx 5pin. Notes: LED Par 56ôs are programmed into 4 separate groups. Drummer has 6 

Led Par 56ôs on separate channels for Specials.  

 



 

 

JAGERMEISTER MOBILE STAGE SETUP  

 

JAGERMEISTER MOBILE STAGE TRAILER CLOSED  

 



 

JAGERMEISTER MOBILE STAGE ñCUSTOMò TOW TRUCK  

 

 


